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2' - 0"

12" DIA. x 1/2" THICK WALL MICROPILE
BATTERED AT 20 DEGREES (TYPICAL OF 4).
REFER TO DETAIL

OUTLINE OF 3'-0"
THICK CONCRETE
MAT FOUNDATION

NOTES:

1. ** DENOTES G.C. TO COORDINATE FINAL DIMENSIONS
W/ SURGE TANK MANUFACTURER.

2. REFER TO DRAWING C-1.4 FOR PUMP STATION EXTERIOR GRADING.

3. REFER TO DRAWING C-1.5 FOR PUMP STATION EXTERIOR PIPING.

4. SURGE TANK TO BE INSULATED AND HEAT TRACED AS SPECIFIED IN SECTION 13965.  NOT SHOWN FOR CLARITY. CONTRACTOR TO COORDINATE
ALL FITTINGS AND APPURTENANCES TO PENETRATE INSULATION TO ALLOW UNIMPEDED VISIBILTY, OPERATION AND MAINTENANCE.

5. PEDESTAL DIMENSIONS MAY BE MODIFIED DEPENDING ON FINAL TANK SELECTION, G.C. TO COORDINATE.

6. T/CURB DENOTES TOP OF CURB

7. MP...  DENOTES MICRO PILE NUMBER LOCATION

12" DIA. x 1/2" THICK WALL
MICROPILE (TYPICAL OF 4)
REFER TO DETAIL /5 S-10.1
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PAD OPENING/
RESTRAINT FOR 24"
FLANGE D.I.P., SEE
SECTION 2, THIS SHEET
FOR CONC. COLLAR AND
ADD'L REINFORCEMENT

CONCRETE PEDESTAL
(TYP. OF 2)

8" WIDE CONCRETE
CURB, TYP.

OUTLINE OF TANK
SUPPORT SADDLE
(TYP. OF 2)

(2) - #9 TOP AND
BOTTOM EA. SIDE
OF OPENING

(2)#5 x 5'-0" LONG
AROUND OPENING
AS SHOWN (TOP
AND BOTTOM)

HOOK ENDS OF
DISCONTINUOUS
BARS AT OPENING

(2) - #9 TOP AND
BOTTOM EA. SIDE
OF OPENING

OF OPENING

21' - 8" 21' - 8"
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T/CURB EL. SLOPING

T/CURB EL. SLOPING

TOP OF CONCRETE PAD AT HIGH POINT EL.: 25.67'
TOP OF CONCRETE PAD AT LOW POINT EL: 25.00'
(PITCH SLAB 8" TO NORTH END)
REFER TO DWG. C-1.4

T/CURB EL:
27.7'

T/CURB EL. SHALL BE 8"
HIGHER THAN FINISH GRADE,
TYPICAL, COORD. WITH DWG.
C-1.4

MP145

MP146

MP147

MP148

MP151

MP152

MP149

MP150

PI
TC

H

PITCH

PI
TC

H

PITCH

PITCH
SLAB

PITCH SLAB

CONTRACTOR TO TAKE ADEQUATE PRECAUTIONS TO PREVENT EXCAVATION
DEBRIS FROM ENTERING AND FILLING ANULAR SPACE AROUND SHELL.

INSTALLATION PROCEDURE TO BE DETERMINED BY FOUNDATION CONTRACTOR,
REVIEWED AND APPROVED BY ENGINEER, AND PROVEN BY LOAD TEST.

DO NOT PRESSURE GROUT. GROUT PRESSURE NOT TO EXCEED 50 PSI.

ALL MICROPILES ARE BASED ON A 70 TON CAPACITY.

NOTES:

1.

2.

3.

4.

(3) - #9 REINF. BARS - GRADE 60
(BUNDLED W/ SPACERS)

CONCRETE FILL W/ 28-DAY COMPRESSIVE
STRENGTH OF 4,000 PSI
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PROVIDE 12"Ø O.D. x 0.5" THICK
ASTM 252 CLASS 3 PIPE.
CONTRACTOR MAY SUBSTITUTE
11.875"Ø X 0.582" THICK N80 PIPE.
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EXTEND PIPE INTO
BEDROCK 12" MIN.
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MICROPILE, SEE DETAIL
FOR ADDITIONAL INFORMATION
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STEEL PLATE

DOUBLE NUTS
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NON-WOVEN
FILTER FABRIC
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STONE
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3/4" X 16" X 10'-9"
GALV. LEVELING PLATE

(8) GALV. 1 1/4"DIA. X 2'-0" LONG
ASTM F-1554 GRADE 55 ANCHOR RODS

SURGE TANK SADDLE,
SUPPLIED BY TANK MFGR.

2' - 0"

#9 DOWELS AT 16” O.C.

(4) #6 HORIZ. EA. FACE

#9 HORIZ. AT 16’’ O.C.

#9 HORIZ. AT 16” O.C.

1-1/2” NON-SHRINK GROUT

S-10.1

3

S-10.1

4

S-10.1

4

12'-0"Ø ** SURGE TANK

SURGE TANK
SADDLE

CONCRETE PEDESTAL
(TYP. OF 2)

3'-0" THICK
CONCRETE MAT
FOUNDATION

8" WIDE
CONCRETE CURB

3/4" BROKEN STONE

NON-WOVEN FILTER
FABRIC

24" FLG.xTR FLEX
JOINT DIP, SEE EP
DWGS.

16" TH. CONCRETE
COLLAR CAST AROUND
PIPING, REFER TO
DRAWING C-2.5 &
EP-5.3 FOR LENGTH
REQUIREMENTS AND
ADDITIONAL
INFORMATION

(12) #6 VERT.
BARS, EQUALLY
SPACED IN
COLLAR.
PROVIDE 90-
DEG. STANDARD
HOOK IN MAT
SLAB AS SHOWN

#5 CIRCULAR
TIES 8" O.C.
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12" HAUNCH
AT TOP OF
COLLAR

(12) #5 BENT BARS,
EQ. SPACED IN COLLAR
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#5 AT 16" O.C.
DOWELS

8" WIDE CONCRETE CURB

1" CHAMFER, TYP. EACH
SIDE

FINISH GRADE SEE
CIVIL DWGS.

#5 HORIZONATL AT
12" O.C.

WATERSTOP CONT.,
TYP. EA. SIDE OF
KEYWAY

NON-WOVEN FILTER FABRIC
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#9 AT 16" O.C. TOP AND
BOTTOM EACH WAY, HOOK
BARS AT ENDS AS SHOWN

#9 AT 16" O.C. TOP AND
BOTTOM EACH WAY, HOOK
BARS AT ENDS AS SHOWN
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